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Since 1977, Nyle has been building the world’s most energy efficient lumber dryers. We pioneered the 
development of dehumidification drying as a practical, economical drying method. Today our systems set the 
standard for performance and efficiency around the world.

Nyle drying systems are easy to install and use, yet they give you the power, precision control and outstanding 
reliability you need for optimum drying performance in almost any drying application. Our patented XDH 
system, a breakthrough in dehumidification drying, constantly monitors and regulates the airflow within the 
dehumidifier. It enables Nyle XDH Systems to work over a wider temperature range and with greater energy 
efficiency than any other system in the world. Compared to conventional kilns, which waste energy by venting 
heated air, our total recovery dehumidification systems use 60% to 80% less energy, and give you much lower 
operating costs.

With Nyle, you get the kind of horsepower other companies don’t offer. We give you up to three times more 
horsepower per dollar than some of our competition. We give you year-in, year-out reliability. Our units offer 
extra quality features like corrosion resistant aluminum cabinets, and dehumidification coils that are coated 
with a special coating. Nyle larger units have stainless steel evaporator coils and tubing as well as many other 
features that make your system last longer and perform better. You get more than just great systems with 
Nyle. You also get the best support in the industry. When you call us, you can talk with the people who actually 
build your system. As the largest manufacturer of dehumidification drying systems in the U.S., we have the 
know-how to answer your questions and give you the expert advice you need. If you’re not sure what size 
drying system you need or how to best design and build your kiln chamber, we won’t give you a selling pitch: 
we’ll give you a realistic analysis of the numbers, and a straight answer on what type of system will work best 
for you.

To answer some of your questions on lumber drying, we’ve prepared this booklet. It takes a look at things 
like the drying process itself, the different kinds of systems available, and the way dehumidification drying 
works. Call us with your questions. Let us show you why Nyle is the world’s number one choice for economical, 
optimum performance drying systems.

World Leader in Lumber Drying Systems

First in Quality and Service

We Invite You to Call
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 L53

A quality lumber drying system is 
easier and more affordable than you 
might think.

Quality lumber drying is now affordable and easy 
to accomplish with Nyle’s new L53. The L53 is a 
compact, high performance dehumidification system 
which will dry between 300 and 1000 board feet 
of lumber. Like all Nyle Dehumidification systems, 
the L53 is easy on your wood, minimizing degrade, 
and easy on your bank account, minimizing both 
purchase price and operating costs. Whether 
you are a serious hobbyist or an accomplished 
professional, the L53 delivers superb results load 
after load.

Quality 

Nyle’s L53 unit is built to last. Extra heavy duty 
coils are coated to prevent them from corrosion, in 
accordance with Nyle standards which have shown 
over three decades to offer the longest life. Our two 
fans provide circulation to assure even drying. The 
chassis is 100% corrosion resistant aluminum and 
our remote controller has been proven in thousands 
of applications.

Service

Everything in a Nyle Dehumidification unit can be 
replaced. This is not a disposable product. We 
know that people run even our smaller units well 
into their second decade and we intend they should 
last. In addition, we offer technical assistance over 
the phone. The people who build our machines 
handle service calls so you get straight talk when 
you need it.

Value

The new L53 debuts at a price hundreds of dollars 
less than its predecessor, our original L50. And the 
new L53 comes with two fans instead of one and 
a separate control unit instead of a built in control, 
and kiln vents, everything you need to get going 
except the chamber.

Our smallest unit is big on features!

L53
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Features and Specifications
Load Capacity 

For softwoods and fast drying hardwoods ( Pine or Poplar) 300BF               
For slow drying hardwoods (Oak) 1000BF.

Nominal Water Removal 60 lbs per 24 hours

Drying Time 
4/4 Green Pine 80% to 8% in approximately 12 days.                             4/4 
Green Oak from 65% to 8% in approximately 35 days. 

Operating Costs
Green Pine 80% to 10-12%, app. 350 kWh per 1000 board feet
Green Oak 65% to 6%, app. 450 kWh per 1000 board feet.

Operating Temperature Range 70°-120°F (21°-49°C)

Pitch Setting Capabilities
Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) 
and for preheating.

Compressor Nominal HP ½ HP
Internal Blower Motors 2 internal fans, 50 watts each, 700 CFM
Auxiliary Heat 1,000 watts
Over Temperature Vents Two manual vents included
Power Requirements 110 V. 60 Hz
Shipping Weight 175 pounds

Warranty 
One year on material and workmanship. Contact Nyle for a full copy of 
the Warrenty. 

Dimensions (H x L x W) 37 ½" x 22" x 14 ½"

L53 Accessories

Powered Vent Kit- Full automated 
vent used to vent the chamber when 
the temperature gets too high.

Heat Booster Package - Used to set 
pitch, sterilize and faster heating of 
larger chambers.

Fan Kit - Fully automated fan kit, 
which includes 16” housings 16” fan 
blade, 1/3 HP motor and motor starter.

• Softwood Drying Capacity: 300 BF     • Hardwood Drying Capacity: 1,000 BF

• Water Removal per Day: 60 Lbs.     • Voltage Requirements: 110V



4

The world leader in lumber drying

Our heat pump technology maximizes energy 
efficiency: Using 40% - 60% less energy than 
conventional kilns

Our precision control systems

We use corrosion resistant aluminum cabinets 
and specially coated dehumidification coils 
giving our machines an extra long life.

The famed Nyle customer support

You can set the pitch or sterilize the load with the 
included auxiliary heater. The L200 has a precise 
control system that requires just a few minutes 
of daily monitoring with a thermostat with remote 
sensor, repeat cycle compressor timer, switches 
and indicator lights.

The L200 kit includes auxiliary heating, two 
circulating fans, controls, prewired electric 
panel, over temperature vents and manual. This 
kit provides you with everything you need to 
get going (including building plans) except the 
building itself. Additional fans and a power vent 
system are available.

The L200 is a compact, high performance dry-kiln 
system. It will dry up to 4,000 board feet of 4/4 (1” 
thick dead green oak right-off-the-saw hardwood) 
in approximately 4 to 5 weeks. It can dry up to 
2,500 board feet of 1” green softwood or fast 
drying hardwood in approximately 1-2 weeks.

L200 Standard 

L200M Controller Upgrade

Along with the additional probe measurements 
the L200M controller allows you to set parameters 
for your drying schedule. Set your desired final 
moisture content and when the probes read 
your specified moisture content the system will 
automatically shut down, assuring that your 
lumber will not be over dried. 

A quality lumber drying system is 
easier and more affordable than you 
might think.

You can take your lumber drying to the next level 
with the L200M controller upgrade. This enhanced 
controller displays the climate conditions inside 
the kiln right on its screen, making monitoring 
your lumber easier than ever. 

The L200M controller measures temperature and 
humidity using wet bulb and dry bulb sensing as 
well as four additional timber probes giving even 
more accurate internal readings. 

If you think high quality lumber drying is too 
complicated or expensive for your small operation, 
you’re in for a pleasant surprise. With Nyle’s L200 
models, you can dry your own lumber down to 
6-8% moisture content for pennies per board foot. 
Kiln dried lumber typically sells for a third more 
than green lumber. Nearly all lumber must be kiln 
dried before use and most customers will simply 
not buy lumber that has not been kiln dried.

L200 & L200M

L200
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*Nyle offers a wide variety of fan sizes and construction. Sizes and types can be altered to fit your 
specific job requirement.

Features and Specifications

Load Capacity 
For softwoods and fast drying hardwoods ( Pine or Poplar) 1,500 - 2,500BF               
For slow drying hardwoods (Oak) 4,000BF

Nominal Water Removal 250 lbs (114 kg ) per 24 hours
4/4 Green Pine 80% to 8% in approximately 12 days.                                            
4/4 Green Oak from 65% to 8% in approximately 35 days. 

Operating Costs
Green pine 80% to 10-12%, app. 250 kWh per 1,000 board feet
Green oak 65% to 6%, app. 450 kWh per 1,000 board feet.

Operating Temperature Range 70°-120°F (21°-49°C)

Pitch Setting Capabilities
Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) and for 
preheating.

Compressor Nominal HP 2 HP
Internal Blower Motors HP ¼ HP / 1000 cfm
Auxiliary Heat 4,000 watts
Circulating Fans * Two included: 16” (40 cm) diameter; 1/4 hp; 1,500 cfm *
Over Temperature Vents Two manual vents included (power vents optional)
Power Requirements 220 V. single phase, 50hz.or 60hz. (40 amp)
Shipping Weight 380 lbs

Warranty 
One year on material and workmanship. Contact Nyle for a full copy of the 
Warranty. 

Dimensions (H x L x W) 37" x 32½ " x 20 ½"

Drying Time 

• Softwood Drying Capacity: 1,500 - 2,500 BF   • Hardwood Drying Capacity: 4,000 BF

• Water Removal per Day: 250 Lbs.     • Voltage Requirements: 220V 

L200 Accessories

Powered Vent Kit - Fully automated 
vent kit used to vent the kiln chamber 
when the temperature gets too high 
or to release moisture from inside of 
the kiln chamber.

Heat Booster Package - Used to set 
pitch, sterilize and faster heating of 
larger chambers.

Fan Kit - Fully automated fan kit, 
which includes 16” housings 16” fan 
blade, 1/3 HP motor and motor starter.

Container Package - Container 
package includes: 20 or 40 foot 
refrigerated shipping container, 
dehumidifier, control system, fans, 
heater, vents, track & carts and 
assembly plans.
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Chamber Packages
L Series Chamber Packages

Complete Chamber Packages for 
our L53 & L200 Models.

All our L Series Chamber Packages are 
constructed of high grade aluminum 
and optimized for easy loading and 
unloading. 

L200 Chamber

L53 Chamber

Designed for our smallest unit, the L53, this chamber 
features two fans and a power vent for intake and 
exhaust. Measuring 8.5 ft wide by 4 ft long, this 
chamber is capable of drying between 300 - 1,000 
board feet of lumber depending on if it is fast or slow 
drying. The L53 unit with this chamber will remove 
60 lbs. of water every 24 hours and will operate 
between 70 - 120°F..

Built in Chamber Features

Designed for our most popular unit, The L200,  this 
chamber features four fans and a power vent for 
intake and exhaust.  Measuring 16.5 ft. wide by 4 ft. 
long, this chamber is capable of drying 4,000 BF of 
4/4 green oak in 4 to 5 weeks. It can also dry 1,500 
to 2,500 BF of 1” green softwood or fast drying 
hardwood in one to two weeks.

Powered Vent - Fully automated vent 
used to vent the kiln chamber when 
the temperature gets too high or to 
release moisture from inside of the 
kiln chamber.

Fans - Fully automated fans, which 
includes 16” housings 16” fan blade, 
motor and motor starter.
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Chamber Packages

Features and Specifications

L53 Chamber L200 Chamber

2 Number of Fans 4

1/4 Fan HP 1/3

8.5’W x 4’L x 5’H Load Space 16.5’W x 4’L x 8’H

1,000 BF Capacity 4,000 BF

8 x 10 Ft. Chamber Dimensions 8 x 16.5 Ft

120V Voltage Requirements 220/1/60

1,200 lbs. Shipping Weight 2,000 lbs.

138” x 48” Shipping Dimensions 140” x 48”

1 Day Build Time 1 - 2 Days

L53 Chamber L200 Chamber
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Container Kilns

Quality

Nyle Systems has been the world leader in lumber 
drying kilns for more than four decades. We use 
corrosion resistant aluminum giving our machines an 
extra long life and maximum energy efficiency. When 
you buy a kiln from Nyle you are not only getting the 
kiln, you are also receiving the famed Nyle Customer 
Support, which is rated to be the best in the business.

Nyle Container Kilns

Nyle Systems offers complete container kiln packages 
that combine our well-known, high quality L-Series 
drying systems with a refurbished 20 or 40 foot 
insulated shipping container and everything else 
needed to make a top-quality drying kiln.

This package includes: dehumidifier, precision 
controls system, fans, heater, venting and a 20 or 40 
ft. refurbished insulated shipping container.

Nyle’s Unmatched Experience

Through our more than 40 years in business we have 
gained a ton of experience in drying all types of 
lumber. Whether you’re looking for a complete turn-
key kiln system or for specific components, you have 
come to the right place. The Nyle team is committed 
to providing support with any questions, whether 
it’s mechanical, electrical, or just how to get the best 
results from the drying process.

Our systems are designed and manufactured in-house 
from our facility in Brewer, Maine. Every system comes 
with service and support from the professionals who 
build them.
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† = Drying Green

Features and Specifications

20 ft Container 40 ft Container

2,300BF Hardwood Capacity†

(Oak) 4,000BF

2,000BF Mid Hardwood Capacity† 
(Mahogony) 2,000BF

1,500BF Softwood Capacity†

(Pine) 1,500BF

L200, L200M Unit L200, L200M

5 # of fans
(subtract 2 fans if buying kiln package) 9

9,139 lbs. Shipping Weight 12,148 lbs.

20’ L x 8’ W x 8.6’ H Shipping Dimensions 40’ L x 8’ W x 8.6’ H
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