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Load Capacity For softwoods and fast drying hardwoods (Pine or Poplar) 300 - 400 BF
For slow drying hardwoods (Oak) 1,500 BF

Nominal Water Removal 60 lbs (27 kg) per 24 hours

Drying Time 4/4 Green Pine  - 80% to 8% in approximately 12 days.
4/4 Green Oak - 65% to 8% in approximately 35 days.

Operating Costs Green Pine  - 80% to 10-12%  - approximately 350 kWh per 1,000 board feet.
Green Oak - 65% to 6%  - approximately 450 kWh per 1,000 board feet.

Drying Temperature Range 70° - 120° F (21°- 49° C)

Heat Treating Capabilities Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) and for 
preheating. (up to 160° F)

Compressor Nominal HP 1/2 HP

Internal Blower Motors 2 internal fans, 50 watts each, 850 cfm

Auxiliary Heat 1,000 watts

Over Temperature Vents One power vent system included

Power Requirements 120 V single phase, 60 Hz 

Shipping Weight 175 lbs

Warranty One year on materials and workmanship. Contact Nyle for a full copy of the Warranty

Dimensions ( H x L x W) 37” x 22” x 14 1/2”

A quality lumber drying 
system is easier and 

more affordable than 
you might think.

Quality lumber drying is now more affordable and easy to accomplish 
with Nyle’s L53. The compact, high performance dehumidification 
system will dry between 300 and 1000 board feet of lumber. Like all 
Nyle Dehumidification systems, the L53 is not only easy on your wood, 
but easy on your bank account, minimizing both purchase price and 
operating costs. Priced hundreds of dollars less than its predecessor, our 
original L50, the L53 comes with two internal fans, a separate control unit, 
kiln vents and everything you need to get going except the chamber*.  
Whether you are a serious hobbyist or an accomplished professional, the 
L53 delivers superb results load after load.

L53 Accessories:

 

* Prefabricated Chamber Packages available for L53 units

 Starting at $3,995

Powered Vent Kit:
Full automated vent used with 
controls to prevent overheating 
of lumber

Heat Booster Package:
Used to set pitch, sterilize and 
faster heating of larger chambers.

L53 Self-Install Unit
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 Starting at $3,995
Designed for our smallest unit, the L53, this chamber 
features two fans and a power vent for intake and 
exhaust. Measuring 8.5 ft wide by 4 ft long, this chamber 
is capable of drying between 300 - 1,000 board feet of 
lumber depending on if it is fast or slow drying. The L53 
unit with this chamber will remove 60 lbs. of water every 
24 hours and will operate between 70 - 120°F..

Powered Vent Kit:
Full automated vent used with 
controls to prevent overheating 
of lumber

Fan Kit:
Fully automated fan kit includes 
16” housings 16” fan blade, 1/3 HP 
motor and motor starter.

2 Number of Fans

1/4 Fan HP

8.5’ W x 4’ D x 5’ H Load Space

1,500 BF Capacity

10’ W x 8’ D Chamber Dimensions

120 V Voltage Requirements

1,200 lbs Shipping Weight

11.5’ x 4’ Shipping Dimensions

1 Day Build Time (approximate)

High grade aluminum 
chambers designed 

specifically for efficient 
lumber drying.

Built in Chamber Features

L53 Chamber Package
 Starting at $16,995
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Nyle’s L200 models allow you to dry your own lumber down to 6-8% 
moisture content for pennies per board foot. These compact, high 
performance dehumidification systems will dry between 1,500 and 
4,000 board feet of lumber. Available in two options, the L200S includes 
auxiliary heating, two circulating fans, controls, prewired electric panel 
and over temperature vents while the L200M adds upgraded controls 
with moisture probes. These kits provides you with everything you need 
to get going except the building itself*.   

L200 Accessories:

* Prefabricated Chamber and Container Packages available for L200 units

L200 Self-Install Unit
 Starting at $7,195

Load Capacity For softwoods and fast drying hardwoods (Pine or Poplar) 1,500 - 2,500 BF
For slow drying hardwoods (Oak) 4,000 BF

Nominal Water Removal 250 lbs (114 kg) per 24 hours

Drying Time 4/4 Green Pine  - 80% to 8% in approximately 12 days.
4/4 Green Oak - 65% to 8% in approximately 35 days.

Operating Costs Green Pine  - 80% to 10-12%  - approximately 250 kWh per 1,000 board feet.
Green Oak - 65% to 6%  - approximately 450 kWh per 1,000 board feet.

Drying  Temperature Range 70° - 120° F (21°- 49° C)

Heat Treating Capabilities Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) and for 
preheating. (up to 160° F)

Compressor Nominal HP 2 HP

Internal Blower Motors HP 1/3 HP / 1,800 cfm

Auxiliary Heat 4,000 watts

Over Temperature Vents One power vent system included

Power Requirements 240 V single phase, 50 or 60 Hz (40 amps)

Shipping Weight 380 lbs

Warranty One year on materials and workmanship. Contact Nyle for a full copy of the Warranty

Dimensions ( H x L x W) 37” x 32 1/2” x 20 1/2”

Fan Kit:
Fully automated fan kit includes 
16” housings 16” fan blade, 1/3 HP 
motor and motor starter.

Heat Booster Package:
Used to set pitch, sterilize and 
faster heating of larger chambers.

Data Logging Package:
Allows the control to data log 
to a computer while the cycle is 
running.

A quality lumber drying 
system is easier and 

more affordable than 
you might think.
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L200 Chamber Package
 Starting at $7,195

Designed for our most popular unit, The L200,  this 
chamber features four fans and a power vent for intake 
and exhaust.  Measuring 16.5 ft. wide by 4 ft. long, this 
chamber is capable of drying 4,000 BF of 4/4 green oak in 
4 to 5 weeks. It can also dry 1,500 to 2,500 BF of 1” green 
softwood or fast drying hardwood in one to two weeks.

Powered Vent Kit:
Full automated vent used with 
controls to prevent overheating 
of lumber

Fan Kit:
Fully automated fan kit includes 
16” housings 16” fan blade, 1/3 HP 
motor and motor starter.

2 Number of Fans

1/4 Fan HP

8.5’ W x 4’ D x 5’ H Load Space

4,000 BF Capacity

10’ W x 8’ D Chamber Dimensions

120 V Voltage Requirements

1,200 lbs Shipping Weight

11.5’ x 4’ Shipping Dimensions

1 Day Build Time (approximate)

High grade aluminum 
chambers designed 

specifically for efficient 
lumber drying.

Built in Chamber Features

 Starting at $22,995
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Container Kiln Packages

Container Size 20 ft 40 ft

Hardwood Capacity (Oak) 2,300 BF 4,000 BF

Mid- Hardwood Capacity 
(Mahogany) 2,000 BF 2,000 BF

Softwood Capacity ( Pine) 1,500 BF 1,500 BF

Unit Compatibility L200, L200M L200, L200M, HT 4, 
HT 8*

Number of Fans
(Subtract 2 fans if buying kiln package) 5 9

Powered Vent Sets 1 2

Shipping Weight 9,139 lbs. 12,148 lbs.

Shipping Dimensions 8’ W x 20’ D x 8.6’ H 8’ W x 40’ D x 8.6’ H

Nyle offers complete container kiln packages that combine our well-
known, high quality drying systems with a refurbished 20 or 40 foot 
insulated shipping container and everything else needed to make a top-
quality drying kiln.

This package includes: dehumidifier, precision controls system, fans, 
heater, venting and a 20 or 40 ft. refurbished insulated shipping container.

High quality container 
kiln packages designed 

for lumber drying.

* HT4 & HT8 units are modified for use in a container kiln.

 Starting at $34,995
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NSC-100 Kiln Controls
 Starting at $5,900

The NSC 100 control system allows operators to dry their lumber 
using the drying method of their choice, set an automated schedule 
and monitor or control the chamber remotely with the use of a smart 
phone, laptop or other mobile device. Making our products the most 
advanced system in the industry, this controls system is used primarily 
for large scale dry kilns and for pallet / firewood heat treating*. The 
NSC 100 control system is also available as a retrofit control box for any 
existing kiln, even if it’s not manufactured by Nyle.

A control system that is 
transforming how kiln 
operators interact with 

their kilns.

• Color touch screen
• Built-in data logging
• Schedule controls
• Remote access via LAN 

or mobile device
• Optional SCADA

Available Upgrades

Dry Kiln Controls 

Wireless Control Upgrade
Heat Treating Upgrade
EMC Moisture Control Upgrade

*Controls for lumber drying and pallet/firewood heat treating are separate systems

Heat Treating Controls

Wireless Control Upgrade

Wireless Control Upgrade
Industrial network for connecting with your kilns
Wireless access point
Secure locking cabinet
The ability to print out trends
All-in-one solution to increase productivity
Unlimited number of kiln connections

Heat Treating Upgrade
4 additional temperature probes
Automatic recording during cycle
Control set-points and climate during cycle
Automatic equipment power down after cycle
Works with firewood, pallets, and more

EMC Moisture Control Upgrade
4 moisture probes
Can be used with wood, paper core, and more
Automatic recording during cycle
Calculate average moisture content in chamber
Works with schedule controls in standard package

 Starting at $34,995
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Complete Kiln Packages

Specializing in Dehumidification, Indirect Gas and Steam kilns, Nyle 
offers complete kiln packages that are built to suit your needs. Our 
professional installation crew can travel to your location and complete a 
kiln installation in one to five weeks, depending on the size of your kiln. 
With over 7,000 installations, everything from building the kiln chamber 
to installing the drying unit and topping it off with industry leading 
controls is effortless for our experienced crew.

Customizable kiln 
packages that include 

everything you need for 
perfect results.

Turn Key Packages

Long Life Cycle

Industry Leading 
Controls

Complete Packages

 2 x 50MBF  - DH/ Gas Hybrid Kiln

 6 x 65MBF  - DH Kiln
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Dehumidification
Kilns

Indirect Gas Fired 
Kilns

Steam & Hot Water 
Kilns

Complete Kiln Packages
Kilns to fit any production requirement

 50MBF  - DH/ Gas Hybrid Kiln

 2 x 60MBF  - DH Kiln

 2 x 35MBF  - DH Kiln
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Dehumidification Kilns 
Nyle’s HT-Series makes drying lumber simple, allowing even 
inexperienced operators to produce high quality lumber. Operating 
at temperatures of up to 160° F, these units match the drying speeds 
of most conventional kilns. Our units come standard with; corrosion 
resistant aluminum cabinets, coated dehumidification coils, stainless 
steel cold coils and Nyle’s easy to use precision control systems.  Each 
Kiln is made to order and can be fitted to your existing chamber or built 
with a new chamber to suit your operation.  

Quality lumber drying at 
an affordable rate.

Unit HT4 HT8 HT18

Load Capacity 2,500 - 8,000 BF 4,000 BF - 15,000 BF 10,000 - 35,000 BF

Nominal Water Removal 420 lbs (191 kg) per day 720 lbs (327 kg) per day 1800 lbs (930 kg) per day

Drying Time

2,500BF 4/4 green pine 80% 
to 8% in approx. 8 days.

4,000BF 4/4 green pine 80% 
to 8% in approx. 12 days

10,000BF 4/4 green pine 80% 
to 8% in approx. 12 days

7,000BF 4/4 green oak 68% 
to 7% in approx. 28 days

12,000BF 4/4 green oak 68% 
to 7% in approx. 28 days

35,000BF 4/4 green oak 68% 
to 7% in approx. 28 days

Operating Costs Green pine 80% to 10-12%, app. 350 kWh per 1,000 board feet 
Green oak 65% to 6%, app. 450 kWh per 1,000 board feet.

Drying  Temperature Range 80°-160°F (26°-71°C)

Heat Treating Capabilities Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) and for preheating.

Compressor Nominal HP 3 HP hermetic 5 HP hermetic 15 HP  serviceable hermetic

Internal Blower Motors HP 1 HP 1.5 HP 3 HP

Auxiliary Heat 8 kW 12 kW 48 kW

Circulating Fans Four 1/2 HP 24” (61 cm) Six 1/2 HP 24” (61 cm) Four 2 HP 30” (75 cm)

Over Temperature Vents Two vents included

Power Requirements

220/1/50 and 220/1/60
220/3/50 and 220/3/60

380/3/50
460/3/60
575/3/60

220/1/50 and 220/1/60
220/3/50 and 220/3/60

380/3/50
460/3/60
575/3/60

220/3/50 and 220/3/60
380/3/50
460/3/60
575/3/60

Warranty One year on material and workmanship. Contact Nyle for a full copy of the Warranty.
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Dehumidification Kilns 

HT35 HT42 HT54 HT70 HT84 HT108 HT126 HT162 Model

15,000- 
50,000

19,000- 
60,000

24,000- 
80,000

30,000- 
100,000

38,000- 
120,000

49,000- 
150,000

57,000- 
180,000

73,000- 
225,000

Load Capacity BF 
(Pine-Oak)

3,500 4,200 5,400 7,000 8,400 10,800 12,600 16,200 Nominal Water Removal 
(lbs/day)

4/4 Green Pine 68% to 6% in approximately 5 days. 
Drying Time

4/4 Green Oak 68% to 6% in approximately 28 days. 

Green Pine 90% to 12%, approximately 350 kWh per 1,000 BF.
Operating Costs

Green Oak 68% to 6% in approximately  450 kWh per 1,000 BF.

80°F - 160°F (27°C - 71°C) Operating Temp Range

Auxiliary heater can be used to set the pitch, sterilize the load (kill bugs) and for preheating. Pitch Setting Capabilities 

25 30 40 2x 25 2x 30 2x 40 3x 30 3x 40 Compressor Nominal HP

7.5 7.5 10 2x 7.5 2x 7.5 2x 10 2x 10 2x 15 Internal Blower Motors HP

96 KW 96 KW 96 KW 96 - 192 
KW

96 - 192 
KW

96 - 192 
KW

144 - 288 
KW

144- 288 
KW Auxiliary Heat

Standard sizes of 36” & 48” fans available for HT Series, with motor sizes of 3, 5 & 7.5 HP Circulating Fans1

2x 
20”x 20”

2x 
20”x 20”

4x 
20”x 20”

4x 
20”x 20”

4x 
20”x 20”

4x 
20”x 20”

4x 
20”x 20” 

4x 
20”x 20” Over Temp Vents 

230V - 460V Power Requirements2

< 4,500 < 5,500 < 6,500 < 9,000 < 11,000 < 13,000 < 16,500 < 19,500 Shipping Weight (lbs)

One year on material and workmanship. Contact Nyle for full copy of the Warranty. Warranty 

9’6”(W)
6’4”(D)
6’6”(H)

9’6”(W)
6’4”(D)
6’6”(H)

10’10”(W)
6’4”(D)
6’6”(H)

16’(W)
6’4”(D)
6’6”(H)

18’(W)
6’4”(D)
6’6”(H)

21’(W)
6’4”(D)
6’6”(H)

27’(W)
6’4”(D)
6’6”(H)

31’(W)
6’4”(D)
6’6”(H)

Dimensions 

Quality lumber drying at 
an affordable rate.

 2 x 55MBF & 1 x 35MBF  - DH Kiln
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Indirect Gas Fired Kilns

Nyle only uses Indirect gas fired burners in their kilns. Indirect fired 
heaters have a much better safety rating than direct gas fired heaters 
and allow for better quality control. With direct gas fired heaters, outside 
air is constantly being introduced into the chamber, which makes it 
difficult to properly control the drying process. 

Although indirect fired burners are a slightly more expensive initial 
investment, they will save you money and benefit you in more ways 
than one. Direct fired burners are a lower cost because they don’t 
require the heating coils that indirect gas fired heaters do instead they 
heavily rely on a screen to 
catch any flying debris from 
passing through the fire and 
igniting the chamber. These 
screens can corrode over time 
which is why more and more 
companies are having issues 
with this method and it may 
also affect your insurance 
coverage. Indirect Vs. Direct

A safer, more reliable 
and efficient solution to 

heat with gas.

Model GHV 4 GHV 8 GHV 16

Standard Indirect Burner
(BTUh) 400,000 800,000 1,600,000

 140MBF  - Indirect Gas Fired Kiln
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Steam & Hot Water Kilns

CP4 CP6 CP8 Model

6,000 BF 9,000 BF 12,000 BF Hardwood
Capacity

8,000 BF 12,000 BF 16,000 BF Softwood

80° - 180° F Operating Temperature

22 - 35 Days Hardwood
Drying Time

 3 - 5 Days Softwood

Propane: 60-65 Gallons/1000 BF, Electric : 250 KWH/1000 BF Hardwood
Operating 
Cost

Propane: 65-70 Gallons/1000 BF, Electric : 225 KWH/1000 BF Softwood

Nyle’s engineered steam and hot water coils are a key component to 
properly maintaining temperature in a kiln. Just putting in fin tube and 
piping works but doesn’t guarantee performance. Because of this , Nyle 
has worked exclusively with a quality coil provider to develop coils that 
last. Specifically for the lumber industry.

Our kiln chambers outfitted with our engineered steam and hot water 
coils produces a kiln you can use for drying as well as heat treating.  

Specially engineered 
steam & hot water coils .

 2 x 20MBF  - Steam Kiln
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Heat Treating Systems

Model Load Capacity BTUh

PHT 350 350 Pallets 800,000

PHT 660 660 Pallets 1,600,000

PHT 1320 1320 Pallets 3,200,000

PHT 2640 2640 Pallets 6,400,000

Nyle has developed Heat Treating Systems that are adaptable, efficient, 
and easy to operate. A Nyle Heat Treating System can handle anything 
from pallets to firewood wood. The innovative flexible design of these 
units make modification and expansion easy when regulations or your 
needs change. 

All our heat treating systems are outfitted with our indirect gas fired 
furnaces burning either natural gas or propane for high temperature heat 
treating and or extended drying capabilities. It’s safer, more efficient and 
doesn’t require a boiler. 

Nyle offers 40’ container & chamber packages manufactured with the 
highest quality materials to ensure that your time is spent making 
money, not repairs. 

 

An adaptable, efficient, 
and easy to operate heat 

treating system.
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Heat Treating Chambers

Nyle offers 40’ container heat treating 
chambers. These chambers are fabricated 
from a 40’ refrigerated shipping containers 
and contain everything that you need to start 
heat treating.

 

Don’t want to build a heat treating Chamber? No 
problem! Nyle can build a chamber for you based 
on your needs. Nyle’s prefabricated chambers 
come in an extra wide design to make loading 
and unloading a breeze. 

Prefabricated chamber packages arrive on site 
semi-assembled with a set of detailed plans for 
easy setup. All you need is a concrete slab to put 
it on.

 

Prefabricated Chamber Packages

40’ Container Packages

BTUh Load Capacity Model

800,000 6 - 8 Cords FHT 350

1,600,00 20 Cords FHT 660

3,200,000 40 Cords FHT 1320

6,400,000 80 Cords FHT 2640



15

D.I.Y Firewood Kiln Package

Due to the rise in regulations on how to dry and use 
firewood Nyle has created the “Do It Yourself” firewood 
kiln. This kit paired with an existing outdoor hot water 
boiler allows anyone to be able to dry to the USDA 
certified standards .

Nyle‘s “Do It Yourself” kit that can dry and heat treat up to 
2 cords of wood in each cycle. This Kit is a comprehensive 
package that includes all of the necessary components 
to effectively build you own Firewood Kiln. All you need 
is a chamber and existing outdoor hot water boiler.

Firewood baskets & 
plans also available 

upon request.

Kit Includes

3
 Hot Water Coils

4
Power Vents

6 
Fans

Controls Chamber Plans

A comprehensive do it 
yourself package for 

firewood heat treating.
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Atomizing Spray System
During a kiln drying cycle, vents and dehumidification systems are 
used to remove moisture from a kiln chamber, therefore allowing the 
moisture from wood to also be removed. A certain relative humidity or 
wet bulb depression is always trying to be accomplished in order to dry 
each load of wood properly. If moisture in a chamber is removed too 
quickly, it can deteriorate a load of wood being dried. 

In order to minimize this, Nyle has created an Atomizing 
Spray System, which adds humidity into the air inside of a kiln 
chamber.

Another reason for Nyle’s Atomizing Spray System is for wood 
conditioning. During wood conditioning, moisture is added 
to the surface of the wood. This is done at the end of a drying 
process to help reduce any stresses in the wood from the drying 
process.

Increases wet bulb while maintaining temperature | Reduces the demand 
on a boiler and the need for boiler chemicals, meaning no make up water 

for conventional kilns

Water is pushed through small spray nozzles which creates a very fine 
mist inside of the kiln chamber. This mist raises the relative humidity 
inside of the kiln chamber quickly. A benefit of 
this method compared to other methods, like 
steam spray, is that the mist does not increase 
chamber temperature, which means you’ll 
have more control of the kiln temperature 
during the process. You’ll also have more 
boiler capacity since our system reduces 
or eliminates the need for conditioning 
chemicals.

This process is completely automated on a 
Nyle Systems Kiln. Your preferred method 
of kiln drying  along with your settings will 
determine when the spray system will turn on 
and off.

When it’s time to condition your lumber

An automated spray 
system that increases 

humidity without raising 
the kiln temperature.
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Heat Recovery Venting

Unit HRV 25 HRV 50 HRV 75

Venting Capacity 2,500 CFM 5,000 CFM 7,500 CFM

Potential Reduction in Fuel 
Consumption 15 - 20% 15 - 20% 15 - 20%

Nominal Heat Exchange 
Efficiency 57% 57% 57%

“Winter” Capacity
(55°, 70% RH ambient) 152,751 BTU/hr 305,502 BTU/hr 458,253 BTU/hr

“Summer” Capacity
(95°, 47% RH ambient) 58,284 BTU/hr 116,568 BTU/hr 174,852 BTU/hr

Intake/Exhaust Fan HP 
(at 1,800 RPM) 2 HP 3 HP 5 HP

Static Pressure 2” (at 2,500 CFM) 2” (at 5,000 CFM) 2” (at 7,500 CFM)

Voltage 230/460 230/406 230/460

Venting BF Capacity
(slow drying hardwoods) 30 MBF 60 MBF 90 MBF

Venting BF Capacity
(mid-grade hardwoods) 20 MBF 40 MBF 60 MBF

Venting BF Capacity
(fast drying softwoods) 10 MBF 20 MBF 30 MBF

Nyle’s focus has always been to support all Kiln owners and 
improve efficiency and productivity in lumber drying. 

Heat loss through venting is one of the most notable downfalls 
of a conventional kiln. With venting being necessary to remove 
the excess moisture, you are stuck with a very large energy 
expenditure.  This heat expenditure can greatly decrease your 
efficiency and increase your energy costs. 

Our dynamic heat exchangers help recover energy lost during 
the drying process of conventional kilns. With the use of a heat 
exchanger we can transfer a large portion of the outgoing 
vented air’s energy to the incoming air. This process utilizes 
energy that would 

other wise be wasted and 
minimizes the need for 
“reheating” while reducing 
overall fuel consumption 
by between 15-20% and 
providing an alternative to 
the expense of installing an 
additional boiler.

A energy saving 
heat exchanger that 

eliminates energy loss.
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Online Kiln Store

Continued support after 
the sale!

When you buy a kiln from Nyle you are not only getting the kiln, you 
are also receiving the famed Nyle Customer Support, which is rated to 
be the best in the business. At Nyle’s Kiln Store you can find everything 
needed to run your kilns. Parts, supplies, and equipment to customize 
and modify your kiln, even if it is not made by Nyle Systems. 

If there is something you are looking for that is not listed, give us a call. 
We would be happy to assist you as we offer many more products not 
listed on our kiln store.

Looking for kiln parts? Visit: Kilnstore.nyle.com

• Kiln Drying Equipment
• Carts
• Doors
• Door Kits
• Fans
• Gaskets
• Spray Systems
• Vents
• Kiln Replacement Parts
• Electrical
• Motor Starters
• Gas Heaters
• Electric Heaters
• Belts
• Blower Wheels
• Distributor
• Filters
• Replacement Coils
• Valves
• Motor Accessories
• Controls
• Moisture Meters
• Moisture Probes
• Cables
• Sensors
• Sleeves
• Wicks



Notes
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